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TECHNICAL SPECIFICATION

SPECYFIKACJA TECHNICZNA / TECHNISCHE DATEN /
SPECIFICATIONS TECHNIQUES /
SPECIFICA TECNICA / TEKNISKA SPECIFIKATIONER

Collection name  Name s Gicsone - kotoxtonenarn < <" FLOCC CUSTOM Water Fastness — ;[iodocdpomosc - wasserechiheit - imperméabilte a feau >4
Pile fibre Mool o Fioermyp 100% Nylon 66 Impact sound reduction e el akustix Alw=20dB
Pile DENSIty | inaes dein fre- ooonarer s reres > 80 Million Fibers per m? Flammability s oo a tuate. Brandmotstiniaciasy —oroneeau e Bfl-sl
Standard tile size | ERCEN SR EN pastala Standard psvmar 50 cm x50 em Minimum order quantity Qi o e  Fin ardermaniar T o commanae 500 m”
TOtal th iCkneSS :x\(ty;;gof;g‘a;k'o;giﬁ F\Slzsamtdi(:ke rauteurtorale 5’0 mm N um ber Of t”es per bOX :\‘I?rfwg%til;g;laerst%;irec{a\{tec;g Il\zlwr?weeirto di piastrelle nello scatolone 4 m2
Weight |55t Sia beso e - Toraniit 5000 g/m? TVOC <05mg/m?/h
Dimension stability . &iaaine smendonmele- Smita fmendonaie - Dimensionsstabiltet <01% Warranty e e o e fapricant 10 years

H H - Antystatyka - Antistatisch - Antistatique
Ant|stat|c - Parametri antistatici - Antistatisk < 2,0 KV

(manufacturing defect, electrostatic propensity, excessive wear,

. K i . dimensional stability, castor chair).
Anti-microbial Activity Assessment 99,90 %
*weights and dimensions related to manufacturing tolerances +10%
. -Od S¢ towienie - Licht hwindigkeit - Résist: a la décoloration
Light Fastness R fh s & Sl giat g onee s o oscoer 25

i - Odpornos¢ na scieranie - Reibechtheit - Résistance a 'abrasion
RU bbl ng FaStneSS - Resistenza all'attrito - Notningsbestandig >4

BOCCHO® reserves the right to improve b h
the specification of all products without prior notification. OCC O,COI I l
Orders are subject to BOCCHO® terms and conditions of sale.




